
FEATURES & BENEFITS

s Playback or record up to 4
   channels of RS-422 data
   (NRZ-L, B, M, S...)

s Aggregate throughput of
   up to 60 Mb/s

s Differential inputs & outputs

s NTP time synchronized

s  24/7 non-stop record

s Automatic tape drive 
  cleaning

s Remote control and 
   multi-user monitoring

s Automatic Media Inventory

OmniSoft DWTRTM

Digital Wideband
Tape Recorder

ORDER INFORMATIONORDER INFORMATION

OmniSoft Inc.
2231 Faraday Ave Suite 130
Carlsbad, CA. 92008
www.omnisoftinc.com

Contact: Sales
760-931-8428
info@omnisoftinc.com

OmniSoft's Digital Wideband Tape Recorder (DWTR™) delivers
wide bandwidth, non-stop recording and playback of real-time
RS-422 data signals.  Unlike traditional digital recording systems
that lose data when archiving tapes are swapped at fixed time
intervals, the DWTR™ is a true, non-stop platform ensuring
mission-critical operational and test data is always saved.  The 
unique design of the DWTR™ fully integrates the recording,
playback and archiving functions.

The DWTR™ is a commercial-off-the-shelf product with several
channel, storage, playback and redundancy options.  Because of
its modular design, the DWTR™ can be easily configured or mod-
ified to meet any number of data recording requirements.


